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1 43/41/

8" RED LENSESJ

8" TUNNEL HOODS
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MAX

,‘2//

24//

TOP OF STOP SIGN

PROVIDE PANEL FLASHER
IN ACCORDANCE WITH
THE NATIGONAL
ELECTRICAL CODE

1" RIGID CDNDUIT‘A\\&

W #8-1 BLK.AA———________1

TW #8-1 WHT.

30 AMP WEATHERPROOF
DISCONNECT SWITCH.
SUITABLE FOR SERVICE
EQUIPMENT

4// X 6//

T
\
L

s\\12 11" LOCK NUT Ag///w

10"

,‘4//

WOOD SUPPORTS

113" HOLES

25\/4/1

POWER SUPPLY

114" NIPPLE
14" L.B.T.
CAP TOP
(2) 14"
14" 10 1" LOCK NUTS
REDUCING
BUSHING

VIEW A-A

MAINTAIN A MINIMUM SIGN OFFSET OF:

A: 1’ FROM FACE OF CURB.

B: 6 FROM TRAFFIC LANE IN ABSENCE OF
CURB OR PAVED SHOULDER.

INSTALL SIGN A MIN. OF 7’ AS MEASURED FROM
THE NEAREST EDGE OF ROADWAY TO THE BOTTOM
OF SIGN.

INSTALL FACE OF SIGN AT 90° ANGLE TO THE
ROADWAY ¢.

OPERATE DUAL FLASHER AND METER BASE ON

110 VOLTS. MOUNT FLASHER AND METER BASE ON
POWER POLE IN ACCORDANCE WITH THE NATIONAL
ELECTRICAL CODE.

FIELD DRILL TWO 1'/,” DIAMETER HOLES IN THE
CENTER OF THE POST. DRILL PERPENDICULAR

TO THE CENTER LINE OF THE ROAD. PLACE ONE
HOLE AT 4 INCHES AND ONE AT 18 INCHES ABOVE
GROUND LINE.

-
REVISIONS

TO AASHTO STANDARD IN NOTE 5 AND DETAIL.

REMARKS

G.S. |UPDATED THE BREAKAWAY HOLE HEIGHT REQUIREMENT
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